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PART NUMBER MATERIAL "A" REF "B" REF "C" REF "D" REF "E" REF COIL 
LENGTH STYLE UL FILE 

NO.
CT-4.5-A-PA-BK

PA 6 UV 

CT-S4.5-A-PA-BK

PA 6 UV 
STABLE - RMS-

423

7.1 4.8 2.2 1.2 5.1 100M

FIG 2 NO FILE

CT-S8.5-A-PA-BK 11.7 8.4 2.4 1.5 8.8

50M

CT-S10-A-PA-BK 13 9.9 2.7 1.8 10.4

CT-S12-A-PA-BK 15.7 12.2 3.1 2.2 12.8

CT-S17-A-PA-BK 21.2 16.6 3.3 2.3 17.2

CT-S23-A-PA-BK 28.3 23.2 3.4 2.3 24

CT-S29-A-PA-BK 34.5 29 3.4 2.3 29.8

CT-S4.5-A-LDPE-BK

LDPE - RMS-421

7.1 4.8 2.2 1.2 5.1 100M

CT-S8.5-A-LDPE-BK 11.7 8.4 2.4 1.5 8.8

50M

CT-S10-A-LDPE-BK 13 9.9 2.7 1.8 10.4

CT-S12-A-LDPE-BK 15.7 12.2 3.1 2.2 12.8

CT-S17-A-LDPE-BK 21.2 16.6 3.3 2.3 17.2

CT-S23-A-LDPE-BK 28.3 23.2 3.4 2.3 24

CT-S29-A-LDPE-BK 34.5 29 3.4 2.3 29.8 25M

NOTES:

PARTS AVAILABLE IN PAV0 - RMS-424  AND 1.
PP - RMS-422 MATERIALS BY SPECIAL ORDER.
COLOUR GREY AVAILABLE BY SPECIAL 2.
ORDER, REPLACE "-BK" WITH "-GY" IN PART 
NUMBER. EXAMPLE:"CT-8.5-A-PA-GY".
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