
P/N: SRRCT-2

NOTES:
1. MATERIAL: NYLON 6/6 UL 94 V-2 (RMS-01)
2. COLOR: BLACK.
3. MAX BUNDLE DIA.: 40 [1.58]
4. MAX. LOOP TENSILE STRENGTH: 250 NEWTONS [56 LBS].
5. RIVET PIN MATERIAL: NYLON 6 UL 94 V-2 (RMS-52).
    FOR MORE DETAILS SEE DRAWING "SR" (P/N: SR-6060B).
6. ALTERNATE UNITS FOR REFERENCE ONLY.
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SNAP RIVET LOCATES INTO A 7 mm [.276] DIA. HOLE,
IN A 2.5±0.5 mm [.098±.020] THICK PANEL.

SR-6060B PIN SUPPLIED WITH TIE, NOT INSERTED
(ALSO SEE NOTE 5.)

1.25 .05

14

5.04128 1.1830 11

.55

.43

9 .35

P/N: SRRCT-1
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SNAP RIVET LOCATES INTO A 7 mm [.276] DIA. HOLE,
IN A 2.5±0.5 mm [.098±.020] THICK PANEL.
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PIN SUPPLIED LOOSE PRE-INSERTED INTO GROMMET

169 6.65


