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17 Series Fast-Lead Screws
Studs · Large

Material and Finish

Low carbon steel, case hardened, 

zinc plated, chromate plus sealer or 

stainless steel

1. Determine your outer panel and 

frame thicknesses: 

Outer panel P =  

Frame thickness F = 

2. Choose your receptacle

3. Choose the retainer style

4. Find the correct constant in table 

opposite using the receptacle and 

retainer selected

5. Add outer panel thickness 

(P), frame thickness (F), and 

the constant found in step 4 to 

determine your total material 

thickness (TMT)  

TMT = P+F+Constant

6. Find the TMT value in the ranges 

given in Column 1 in the part 

number table

7. Confirm that the outer panel 

thickness P does not exceed the 

value given in Column 2. This will 

confirm that your retainer will install 

properly beyond the last thread and 

retain your screw to the outer panel

8. Going across the row in the part 

number table, find the part number 

that matches your desired head 

style

Notes

For full screw retraction, B must be 

less than inner panel thickness plus 

receptacle height

For stainless steel screw (slotted, 

wing and knurled ONLY) replace last 

2 digits of part number with “12”.  

Example: 17-11-104-12 

Part Number

See table
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Column 1 Column 2 Screw Assembly Part Number Dimensions

TMT to be 

Fastened Max. Slotted Wing Knurled

Tool 

Head 

Recess

A B C

Min. Max.

2.5 (.100) 6.4 

(.250)

3.1 (.120) 17-11-104-11 17-12-104-11 17-13-104-11 17-T-104 5.1 (.200) 9.1 (.360) 19.1 

(.751)5.1 (.200) 5.6 (.220) 17-11-106-11 17-12-106-11 17-13-106-11 17-T-106 7.6 (.300) 6.6 (.260)

2.5 (.100)

9.5 

(.375)

3.1 (.120) 17-11-204-11 17-12-204-11 17-13-204-11 17-T-204 5.1 (.200) 12.3 (.485)

22.3 

(.876)
5.1 (.200) 5.6 (.220) 17-11-206-11 17-12-206-11 17-13-206-11 17-T-206 7.6 (.300) 9.8 (.385)

7.6 (.300) 8.1 (.320) 17-11-208-11 17-12-208-11 17-13-208-11 17-T-208 10.2 (.400) 7.2 (.285)

2.5 (.100)

12.7 

(.500)

3.1 (.120) 17-11-304-11 17-12-304-11 17-13-304-11 17-T-304 5.1 (.200) 15.5 (.610)

25.4 

(1.001)

5.1 (.200) 5.6 (.220) 17-11-306-11 17-12-306-11 17-13-306-11 17-T-306 7.6 (.300) 13 (.510)

7.6 (.300) 8.1 (.320) 17-11-308-11 17-12-308-11 17-13-308-11 17-T-308 10.2 (.400) 10.4 (.410)

10.2 (.400) 10.7 (.420) 17-11-310-11 17-12-310-11 17-13-310-11 17-T-310 12.7 (.500) 7.9 (.310)

2.5 (.100)

15.9 

(.625)

3.1 (.120) 17-11-404-11 17-12-404-11 17-13-404-11 17-T-404 5.1 (.200) 18.7 (.735)

28.6 

(1.126)

5.1 (.200) 5.6 (.220) 17-11-406-11 17-12-406-11 17-13-406-11 17-T-406 7.6 (.300) 16.1 (.635)

7.6 (.300) 8.1 (.320) 17-11-408-11 17-12-408-11 17-13-408-11 17-T-408 10.2 (.400) 13.6 (.535)

10.2 (.400) 10.7 (.420) 17-11-410-11 17-12-410-11 17-13-410-11 17-T-410 12.7 (.500) 11.1 (.435)

12.7 (.500) 13.2 (.520) 17-11-412-11 17-12-412-11 17-13-412-11 17-T-412 15.2 (.600) 8.5 (.335)

15.2 (.600) 15.8 (.620) 17-11-414-11 17-12-414-11 17-13-414-11 17-T-414 17.8 (.700) 6.0 (.235)

B C

A

19.1
(.75)

Ø

Nylon
wear

washer

0.5
(.02)

3.2
(.13)

28.6 (1.13)

15.9 (.63)

Ø 19.4 (.76)
Before Knurl

11.1 (.44)

14.3 (.56)

4.6
(.18)

Ø

6.1
(.241)

Ø8.0 (.316)

Ø

Tool head recess key
order separately

Part number 29-90-215-10

28.6
(1.13)

34.9
(1.38)

12.7
(.50)

2 (.08)

Constant Table

Retainer type
Receptacle Type

Flat Clip Side

Stainless steel 0.38 (.015) 2.2 (.086) 1.5 (.060)

Nylon 1.9 (.076) 3.5 (.137) 1.5 (.060)

Slot

Tool Head  Recess

Knurled HeadWing Head

ACTUAL

SIZE
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17 Series Fast-Lead Screws
Receptacles / retainers · Large

Material and Finish

Steel, zinc immersion coating or 

stainless steel

www.southco.com/17

Retainer Style Retainer Part Number Tool Part Number

302 Stainless steel, passivated 17-6-1 17-0-24585-11

Nylon, black 17-10054-42 17-0-21333-11

Side Mount Receptacle Clip-On Type Receptacle

Flat Type Receptacle Retainers

25.4
(1.000)

2 Holes
Ø 3.4 (.135)

48.5
(1.91)

Frame

19.8
(.78)

11.9
(.47)

26.9
(1.06)

11.9
(.47)

15.1
(.594)

Ø 8.4
(.33)

Door

Y

Ø 14.3
(.56)

Frame

Z

Max.

1.1
(.044)

12.7
(.50)

22.4
(.88)Frame thickness

Rivet Weld

44.5
(1.75)

2 Holes,
Ø 3.4 (.135)

34.9
(1.375)

22.4
(.88)

17.5
(.687)

1.1
(.044)

1.0
(.042)

2 Holes,
Ø 3.25 (.128) CSK. for

Ø 3.17 (.125) CSK. rivets

Ø 17.5 (.69)

11.1
(.44)
Min.

17.5
(.687)

34.9
(1.375)

Frame

Stainless
steel

Nylon

Door

Ø 21.6
(.85)

Ø 6.8
(.255)

Ø 8.7
(.34)

1.8
(.070)

0.4
(.015)

Ø 20.1
(.79)

Ø 6.4
(.25)

1.9
(.076)

Type Frame Thickness Y Z Max.
Receptacle Part Number

Steel Stainless steel

Side mount receptacle ~ ~ ~ 17-90-101-10 ~

Clip-on type receptacle

1.1 - 2.4 (.045 - .093) 15.7 (.62) 15.0 (.59) 17-10017-11 ~

2.4 - 3.6 (.093 - .142) 14.7 (.58)
14.2 (.56)

17-10027-11 ~

3.6 - 4.9 (.142 - .191) 13.7 (.54) 17-10029-11 ~

4.9 - 6.1 (.191 - .240) 13.5 (.53) 13.5 (.53) 17-10031-11 ~

6.1 - 7.3 (.240 - .289) 13.0 (.51) 12.7 (.50) 17-10033-11 ~

Flat type receptacle - Rivet ~ ~ ~ 17-10015-13 17-10015-14

Flat type receptacle - Weld ~ ~ ~ 17-10016-11 ~

Solid back-up
(Slotted back-up for wing head screws)

Ø 33.3
(1.31)168.4 (6.63)

Ø 20.6 (.81) For stainless steel retainer
Ø 17.5 (.69) For nylon retainer

Retainer

Tool

Tool

Door

Part Number

See table


